
VMP 250  TurboVMP

DESCRIPTION
The VMP-250

or missing (e.g. ice camps). The VMP-250 records data 

for a deck-side power supply and data recording system 

CONFIGURATION

Standard  
Sensors

2x Shear Probe,  

1x Micro-temperature (FP07),  

 

1x Pressure,  

1x Tilt Sensor

 
Sensors Fluorometer-turbidity Combo Sensor, 

 

Uprising  

GENERAL SPECIFICATIONS

Model  VMP-250-IR (Internal Data Recording)

VMP-250-RT 
Transmission)

Depth Range
Weight in  
Air/Water

11 kg / 3 kg (other weights available)

Length Housing/
Overall

1.1 m / 1.6 m

Sampling Rate 512 Hz / 64 Hz fast channel / slow 

channels (up to 2048 Hz available)

Data  Internal recording  

SENSOR SPECIFICATIONS

Range Accuracy Bandwidth*

Velocity Shear Probe 0 - 10 s
-1

5% 10
-3

 s
-1

0.1 - 100 Hz

Micro-Temperature FP07 -5 - 35 °C 0.005 °C 10
-5

 °C 0 - 25 Hz

Pressure 50 / 100 bar 0.1% FS 5 × 10
-4

 bar 0 - 5 Hz

±1g 2% 3 × 10
-5

 g 0.1 - 100 Hz

0 - 70 mS/cm 0.005 mS/cm 0.001 mS/cm 0 - 100 Hz

CT sensor
Temperature

2 - 65 mS/cm

-3 - 45 °C

0.01 mS/cm 
†

0.01 °C 
†

0.001 mS/cm

0.001 °C

0 - 16 Hz

FT sensor Fluorescence

Turbidity

0 - 400 ppb

0 - 1000 FTU

1% of FS

0.3 FTU or 2% of  

measured value

0.01 ppb

0.03 FTU

0 - 100 Hz

* other bandwidths available upon request 

tel +1-250-370-1688 

fax +1-250-370-1688 

toll free 1-877-370-1688 

Business No.: 82695-5544

web  
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520 Dupplin Road, Victoria BC  V8Z 1C1 

Canada
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Extender cables are available upon request 

Please contact us for pricing


